
Predicted SECCHI Downlink Totals for Low Data Rates

Rate 360 240 160 120 96
PB duration (hr) 4.86 5.67 6.48 6.48 6.48
Total SSR1/day (MB) 531 415 311 229 180
% decrease 21.85% 25.06% 26.37% 21.40%
Total SSR1/day if no SSR2 568 444 333 245 193
Days to dnlk 100 MB SSR2 at 
current DFD 2.7 3.5 4.6 6.3 8

Days to dnlk SSR2 if decreasing 
SSR1 pb by (below): 0.7 0.9 1.1 1.6 2.0

21.0%

Currently SSR2 pb is 6.5% of total.

Total SSR1 for 360kbps/22 block 548

Total SSR1 for 360kbps/36 block 403

Total SSR1 for 360kbps/30 block 449

Options for SECCHI telemetry reduction
as described in 112009.ppt from Simon

Savings 
MB/day MB/day

Progressive 
Size

240kbps e-
e hrs

30-hr block 448.9 448.9 22.2
COR1 cadence 5 -> 10 min (36hr 
block) 46 402.9 402.9 24.7
EUVI 195 5->10min, EUVI 304 10-
>120min 79.8 369.1 323.1 30.8
COR1 pB->B and COR2 pB->B 
and COR2 Icer3->6 122.8 326.1 200.3 49.7
HI1 40->60min 21 427.9 179.3 55.5

All 269.6 179.3


